
Specifications

Description

Construction & Mounting

• Extruded aluminum housing with high grade 
replaceable acrylic panel

• Long life, high intensity LEDs
• Fully illuminated 6" legend with 3/4" stroke
• Field-selectable applique chevrons
• Suitable for ceiling, end and wall mount
• Universal J-box mounting pattern on back plate
• Canopy included 

PART NUMBERS 

• HY-3G   (GREEN) 
• HY-3R   (RED) 

 

Certifications
• UL924 damp location listed
• NFPA 101 and NFPA 70
• CEC T20 compliant 
• 10°C to 40°C operating temperature 

Electrical

• 120 / 277 V AC, 60Hz input
• Emergency test button and battery charging indicator
• Long-life maintenance free NiCad battery
• 24 hour recharge time
• Battery low voltage circuit protection
• Solid state transfer circuit
• 4.8V 700 mAH 

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

• LED Edgelit Aluminum Exit Sign

• Universal Red/Green Stencil Face

• Universal Single/Double Face

• Universal Mounting

• Universal Input Voltage

• Universal Chevron Indicators 
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The edge-lit LED exit sign with a 90-minute battery backup is a sleek and reliable safety solution designed for enhanced 
visibility in emergency situations. Its edge-lit design provides even, glare-free illumination, ensuring the exit indication is 
clear and professional-looking. UL listed for damp locations, this exit sign is ideal for environments with moderate humidity, 
such as parking garages, basements, or commercial spaces where moisture may be present. The 90-minute battery 
backup ensures continued operation during power outages, meeting essential safety requirements. Durable and energy-
efficient, this exit sign offers a modern aesthetic while complying with safety regulations.

Edgelit Exit Sign
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