s, RAYCO ORB LED Canopy 100w Selectable Wattage
% LIGHTING 3CCT with indirect up light

| Catalog Number: U ProjectName:  MNote: Date: Type:

ORB-GCP1110-100W-SG-TCP

DESCRIPTION

The ORB Garage Canopy by Rayco Lighting is a versatile and high-performance
lighting solution, designed for safety, efficiency, and durability. Featuring 3CCT
selectable technology (3000K, 4000K, and 5000K), it allows for customizable
color temperature to suit various applications. With three wattage select
options and a powerful 12,000-lumen output, this fixture ensures bright and

uniform illumination for garages, parking structures, and outdoor canopies.
Additionally, it includes an indirect uplight feature that enhances visibility and
safety, reducing glare and creating a well-balanced lighting environment. UL
listed and motion sensor base ready, the ORB Garage Canopy offers enhanced
energy savings and security, making it an ideal choice for commercial and
residential applications

BASED ON 5000 KELVIN SETTING.ACTUAL LUMENS MAY VARY.

MODEL# | wartagE | scCT | LUMENS FEATURES

ORB-GCP1110-100W-SG-TCP  100W 5000k 12000Lm » Selectable Wattage 30w /50w /75w / 100w
+ 12000 lumens on 5000 kelvin

* Motion sensor ready

« Professional light distribution technique

INSTALLATION
Included mounting plate for standard electrical box.
TECHNICAL SPECIFICATION Pole mounting option.
VOLTAGE AC120-277V / AC120-347V Optional U shaped bracket to adjust angle.
LUMEN EFFICIENCY 120Im / Watt
SELECTABLE WATTAGE >30W/50W/75W/100W HOUSING
3ceT Die-Ca;t Aluminum - The best option fpr heat dissipation, durab‘ility, and
R 180 corrosion resistance. It ensures longevity and prevents overheating.
Powder-Coated Finish - Protects against rust, corrosion, and harsh weather
BEAM ANGLE 150° conditions.
MATERIAL PC+AL
LIFESPAN 250,000hours ELECTRICAL
OPERATING TEMP (-40°F~ 113°F) -20~45°C This fixture is built with the highest quality 120V drivers, ensuring energy efficiency.
DIMMABLE 0-10v Dimming
FINISH White ENERGY SAVINGS
WARRANTY 5 year limited 80% more energy savings than halogen or HPS lamps.
@ s (B [B]  usme
LISTED e 24 5 YEARS UL listed f t locati
E468007 JA8-2022-E Jiited wartanty ISted tor wet focations
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EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Test:U:120.06V I:0.6646A P:79.554W PF:0.9970 Freq:59.98Hz

UTHDi:0.00% ITHDi:0.00% KDisp:0 Lamp Flux:10734.5x1 1m
NAME: TS-GCP1180-80W-RG-TCP TYPE: WEIGHT:
SPEC. : DIM. : SERIAL No.:
MFR. : SUR. : Shielding Angle:
DATA OF LAMP PHOTOMETRIC DATA Eff: 134.93 1m/W
MODEL / Imax (cd) 2712 S/MH (C0/180) 1.71
NOMINAL POWER (W) / LOR (%) 100.0 S/MH (C90/270) 1.67
RATED VOLTAGE (V) / TOTAL FLUX (1m) 10735 n UP,DN(C0-180) 0.0,49.7
NOMINAL FLUX (1lm) 10734.5 CIE CLASS DIRECT n UP,DN(C180-360) 0.0,50.3
LAMPS INSIDE 1 n up (%) 0.0 CIBSE SHR NOM 1.75
TEST VOLTAGE (V) 120 n down (%) 100.0 CIBSE SHR MAX 1.75
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM CO PLANE ISOLUX DIAGRAM (UNIT:1lx)
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C Range: O - 360DEG Range: 0 - 90DEG
C Interval: 30.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.00.471
Temperature:25.3C Humidity:65.0%
Operators:DAMIN Test Distance:10.704m [K=1.0000]
Test Date:2025-02-08 Remarks:
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